	NAPCO CHEMICAL COMPANY, INC.

P.O. BOX 1239 * SPRING, TEXAS 77383-1239

MATERIAL SAFETY DATA SHEET

NAPCO 206


Information: 281-651-6800
Emergency: 1-800-255-3924 ChemTel 1-800-255-3924

I. IDENTIFICATION

	PRODUCT NAME:
	NAPCO 206
	REVISION DATE:  MARCH 2002

	CHEMICAL NAME:
	Zinc Ortho Phosphate
	FORMULA:  Proprietary

	UN NUMBER
	UN1760
	PACKING GROUP: III

	D.O.T. HAZARD CLASS:
	Corrosive, 8
	UN NO.
	1760
	CAS NO. 
	NA

	D.O.T. SHIPPING NAME:
	Corrosive liquid, inorganic, acid, N.O.S. (Phosphoric Acid)
	CAS NAME: 
	NA


II. HAZARDOUS COMPONENTS GREATER THAN 1%

	MATERIAL
	PEL
	TLV
	CAS. NO
	%

	Zinc Phosphate
	No data
	No data
	7779-90-0
	>1%

	Phosphoric Acid
	1 mg/m3
	1 mg/m3
	7664-38-2
	>1%

	
	
	
	
	

	This product contains a toxic chemical (as listed above) subject to the reporting requirements of Section 313 – Title III of the Superfund Amendments and Reauthorization act of 1986 and 40 CFR Part 372. 

	CARCINOGENICITY:  Not listed by NTP, IARC, or OSHA


III. FIRST AID

	EMERGENCY AND FIRST AID PROCEDURES

	INGESTION:
	Do not induce vomiting.  Drink large quantities of water. Consult a physician.  

	SKIN:
	Wash with water. Rinse thoroughly. Remove affected clothing. Consult a physician.

	INHALATION:
	Remove to fresh air.  Consult a physician.

	EYES:
	Flush eyes with copious amounts of water for at least 15 minutes while holding eyelids open.  Consult a physician.


IV. HEALTH HAZARD DATA

	ACUTE EFFECTS OF EXPOSURE

	INGESTION:
	May cause nausea, vomiting, or burns to mouth, throat, and esophagus.

	SKIN CONTACT:
	May cause skin irritation or chemical burns.

	INHALATION:
	May cause irritation or chemical burns.

	EYE CONTACT:
	May cause eye injury.

	CHRONIC EFFECTS OR EXPOSURE:
	No specific information.

	OTHER HEALTH DATA:
	No specific information.  Maximum use level per NSF Standard 60: 22mg/L.


V. PHYSICAL DATA

	PHYSCIAL STATE: Clear, odorless liquid
	SPECIFIC GRAVITY: 1.2-1.5
	Ph: <1.0

	BOILING POINT °C:>100°C (212°F)
	SOLUBILITY IN WATER. WT. %: Soluble in all proportions.

	FREEZING POINT °C: <0°C
	DENSITY: 10.0-12.6 lb/Gal

	
	


VI. FIRE AND EXPLOSIVE HAZARD DATA

	FLASH POINT:
	Non-flammable.

	NORMAL EXTINGUISHING AGENT:
	Suitable for surrounding materials.  Use water to cool containers.

	SPECIAL FIRE FIGHTING PROCEDURES:
	Use carbon dioxide, dry chemical or water fog to extinguish surrounding fire.


VII. REACTIVITY DATA

	STABILITY:
	Stable.
	CONDITIONS TO AVOID:
	Treat as acid. Avoid strong bases.

	INCOMPATIBILITY (materials to avoid):
	Aluminum, zinc, mild steel, or strong caustic solutions.

	HAZARDOUS COMBUSTION/ DECOMPOSITION PRODUCTS:
	May liberate zinc or phosphorus oxides if involved in fire.  Surrounding fire could liberate sulfur dioxide.


VIII. PERSONAL PROTECTION INFORMATION

	RESPIRATORY PROTECTION:
	Approved NIOSH/MSHA mist respirator.

	PROTECTIVE EQUIPMENT:
	Chemical resistant.  Gloves goggles and apron.
	EYE PROTECTION:
	Chemical safety goggles.

	VENTILATION:
	General ventilation is sufficient
	SPECIAL EQUIPMENT:
	Eyewash fountain, safety shower.


IX. SPILL OR LEAK PROCEDURES

	STEPS TO BE TAKEN IF MATERIAL IS RELEASED OR SPILLED:
	Contain all spills.  Neutralize with diluted caustic or lime cover with absorbent media such as sawdust.

	WASTE DISPOSAL METHOD:
	Dispose all materials in full and accordance with all federal, state, and local regulations pertaining to the materials listed in Section II of this MSDS.


X. SPECIAL PRECAUTIONS

	HANDLING AND STORAGE:
	Handle as an acidic solution. Store in polyethylene, FRP Epoxy, stainless steel, or rubber-lined mild steel containers, in a cool, dry area. Protect containers from physical damage.

Regard as corrosive to eyes and skin:  Wear goggles and rubber gloves.

Do not take internally.

Do not contact with food or feed- stuffs.

Empty containers may contain residual product.

	OTHER: 
	Use materials suitable for phosphoric acid service.


The information contained herein is based on data considered accurate.  However, no warranty is expressed or implied regarding the accuracy of these data or the results to be obtained from the use thereof.

Vendor assumes no responsibility for injury, to purchaser or third person proximately caused by the material if reasonable safety procedures are not adhered to as stipulated in the data sheet.  Additionally, vendor assumes no responsibility for injury to user or third persons proximately caused by abnormal use of the material even if reasonable safety procedures are followed.  Furthermore user assumes the risk in his use of the material.

N: msds-206

