NAPCO Chemical Company, Inc.

Water & Waste Water Treatment Chemicals * Feed Systems * Test Kits

P.O. Box 1239 * Spring, Texas 77383-1239* 281/651-6800 * 1-800-255-3924
NAPCO 214D PRODUCT DATA

NAPCO 214D is a liquid polyphosphate specially blended for use in potable water systems.  The product is designed to minimize corrosion, scale and “red water” conditions.

NAPCO 214D has a negligible reversion rate even after being stored for long periods of time.

Color……………………………………………………………………..……clear liquid

Specific gravity…………………………………………………………………1.15-1.25 

Density…………………………………………………………………11.84-12.34 lb/gal

pH……………………………………………………………………………….8.25-8.45
Viscosity……………………………………………………………………………45 cps

Freeze point…………………………………………………………………………<0(F

Treatment levels for NAPCO 214D depend on the pH, calcium hardness and total solids of the water.  The normal use rate of NAPCO 214D is between 4 mg/l and a maximum of 80 mg/l in the water to be treated.

NAPCO 214D is supplied in 30 gallon, 375 pounds, bung type non-returnable poly drums, and bulk.  On request, 55 gallon bung type non-returnable poly drums, and 5 gallon pails are available.

NAPCO 214D prices are FOB Houston, Texas.

NAPCO 214D is NSF certified for use in potable water.  Good hygiene and safety practice should be observed when using NAPCO 214D.  Avoid contact with eyes, skin and clothing.

2830 Spring Cypress Rd. * Spring, Texas 77388 * Fax: 281/651-6868

